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DURACELL PROCELL Alkaline batteries provide the same performance and quality as DURACELL COPPERTOP  

batteries and deliver outstanding performance and reliability.  Some major advantages are:  
 

• Long service life at high drain discharges   

• Operate reliably in temperatures extremes of  

       –20 C to 54 C   

• Date coded to ensure freshness  

• Economical bulk packaging 

 

Alkaline Bat te r ies 

SIZE PART # VOLTS MEASUREMENTS PKG. QTY. *MOQ 

AA PC1500 1.5  0.571” (max diameter) X 1.988” (max height) 24/box 1 box 

AAA PC2400 1.5 0.413” (max diameter) X 1.752” (max height) 24/box 1 box 

C PC1400 1.5 1.031” (max diameter) X 1.969” (max height) 12/box 1 box 

D PC1300 1.5 1.346” (max diameter) X 2.421” (max height) 12/box 1 box 

9 VOLT PC1604 9 1.043” (max diameter) X 1.909” (max height) 12/box 1 box 

N PC9100 1.5 0.472” (max diameter) x 1.189” (max height) 12/box each 

J PC7K67 6 0.362” Long x 1.402” Wide x 1.909” High 6/box each 

PC7K67 

*MOQ - Minimum Order Quantity.  To be sold in multiples of this quantity only. 

Alkaline - Bulk Packaged 


