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Please Note: These are only some of the Panasonic Sealed Lead Acid batteries offered.  Please call for  

pricing and availability on all Sealed Lead Acid batteries 
 

Sealed Lead Acid Bat ter ies 
Batterysonic  Inc. 

Panasonic Sealed Lead Acid Rechargeable batteries are designed to provide outstanding performance in  

withstanding overcharge, overdischarge, and resisting vibration and shock. Compact, these batteries save  

installation space, while providing full and reliable power. The use of special sealing epoxies, tongue and groove 

case and cover construction, and long-sealing paths for posts and connectors, assures that the Valve Regulated 

Lead Acid battery will offer exceptional leak resistance, and allows them to be used in any position.  

PART # VOLTS CAPACITY 
LENGTH 
mm (in) 

WIDTH 
mm (in) 

HEIGHT 
mm (in) 

WEIGHT 

LC-R061R3PU 6 1.3 97 mm / 3.819” 24 mm /  0.945” 50 mm / 1.969” 0.3 kg / 0.66 lbs. 

LC-R063R4P 6 3.4 134 mm / 5.28” 34.0 mm / 1.34” 59.9 mm / 2.36)” 0.62 kg/ 1.37 lbs. 

LC-R064R2P 6 4.2 70.1 mm / 2.76” 48.0 mm / 1.89” 107 mm / 4.02” 0.78 kg / 1.72 lbs. 

LC-R067R2P  6 7.2 151 mm / 5.95” 34.0 mm / 1.34” 93.4 mm / 3.70” 1.26 kg / 2.78 lbs. 

LC-P067R2P 6 7.2 151 mm / 5.95” 34.0 mm / 1.34” 93.9 mm / 3.70” 1.30 kg / 2.87 lbs. 

LC-P0612P 6 12.0 151 mm / 5.95” 50.0 mm / 1.97” 93.9 mm / 3.70” 2.0 kg / 4.41 lbs. 

LC-R0612P 6 12.0 151 mm / 5.95” 50.0 mm / 1.97” 93.9 mm / 3.70” 1.95 kg / 4.30 lbs. 

LC-R121R3PU 12 1.3 97 mm / 3.819” 47.5 mm / 1.87” 50 mm / 1.969” 0.59 kg / 1.3 lbs. 

LC-R122R2P 12 2.2 177 mm / 6.97” 34.0 mm / 1.34” 59.9 mm / 2.36” 0.80 kg / 1.76 lbs. 

LC-R123R4P 12 3.4 134 mm / 5.28” 67.0 mm / 2.64” 59.9 mm / 2.36” 1.20 kg / 2.65 lbs. 

LC-R127R2P  12 7.2 151 mm / 5.95” 64.5 mm / 2.54” 93.9 mm / 3.70” 2.48 kg / 5.45 lbs. 

LC-P127R2P 12 7.2 151 mm / 5.95” 64.5 mm / 2.54” 93.9 mm / 3.70” 2.50 kg / 5.51 lbs. 

LC-RA1212P 12 12.0 151 mm / 5.95” 98.0 mm / 3.86” 93.9 mm / 3.70” 3.79 kg / 8.36 lbs. 

LC-RD1217P 12 17.0 181 mm / 7.13” 75.9 mm / 2.99” 167 mm / 6.57” 5.35 kg / 14.34 lbs. 

LC-X1220P 12 20.0 181 mm / 7.13” 75.9 mm / 2.99” 167 mm / 6.57” 6.6 kg / 14.56 lbs. 

LC-XB1228P 12 28.0 165 mm / 6.50” 125.0 mm / 4.92” 175.3 mm / 6.90” 110 kg / 24.34 lbs. 

LC-XC1228P/AP 12 28.0 165 mm / 6.50” 124.5 mm / 4.90” 175.3 mm / 6.90” 11.0 kg / 24.34 lbs. 

LC-LA1233P 12 33.0 196 mm / 7.70” 130 mm / 5.12” 155 mm / 6.10” 12.0 kg / 26.50 lbs. 


